
Spectrum Test Report

Sample : Date : 2023-02-14 10:27:35

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52308 (80%)

T : 567 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 5.905e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3472 y = 0.3591 / u' = 0.2100 v' = 0.4886 (duv=2.88e-03)

CCT=  4949K         Prcp WL:    Ld=570.8nm      Purity=11.9%

Peak WL:  Lp=448nm  FWHM:   =18.8nm  Ratio:R=14.1% G=83.0% B=2.9%

Render Index: Ra = 70.6

R1 =68 R2 =75 R3 =81 R4 =71 R5 =68 R6 =66 R7 =81

R8 =55 R9 =0 R10=41 R11=67 R12=38 R13=69 R14=89 R15=62

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 2104.3 lm   Eff. : 176.96 lm/W  Fe  = 6.1835 W

Photons1:2.828e+001 μmol/s(400~780nm) Photons2:6.129e-001 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):27.671μmol/s PRF(400-700nm):6076.7mW

Eff(PPF) (400-700nm):2.33μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 33.97 V     I = 0.3501 A    P = 11.89 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-14 10:28:06

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52677 (80%)

T : 394 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 8.413e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3464 y = 0.3569 / u' = 0.2103 v' = 0.4874 (duv=2.11e-03)

CCT=  4969K         Prcp WL:    Ld=571.1nm      Purity=11.0%

Peak WL:  Lp=447nm  FWHM:   =19.9nm  Ratio:R=14.1% G=83.0% B=2.8%

Render Index: Ra = 70.5

R1 =68 R2 =75 R3 =80 R4 =71 R5 =68 R6 =66 R7 =80

R8 =55 R9 =0 R10=41 R11=67 R12=39 R13=69 R14=89 R15=62

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 3052.3 lm   Eff. : 164.02 lm/W  Fe  = 9.0286 W

Photons1:4.124e+001 μmol/s(400~780nm) Photons2:9.011e-001 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):40.342μmol/s PRF(400-700nm):8870.7mW

Eff(PPF) (400-700nm):2.17μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 35.11 V     I = 0.5300 A    P = 18.61 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-14 10:28:39

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52455 (80%)

T : 309 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 1.046e+002mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3458 y = 0.3553 / u' = 0.2105 v' = 0.4865 (duv=1.57e-03)

CCT=  4986K         Prcp WL:    Ld=571.3nm      Purity=10.4%

Peak WL:  Lp=446nm  FWHM:   =21.2nm  Ratio:R=14.1% G=83.0% B=2.8%

Render Index: Ra = 70.5

R1 =68 R2 =75 R3 =80 R4 =71 R5 =68 R6 =66 R7 =80

R8 =56 R9 =0 R10=40 R11=68 R12=40 R13=69 R14=88 R15=62

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 3869.4 lm   Eff. : 153.17 lm/W  Fe  = 11.511 W

Photons1:5.252e+001 μmol/s(400~780nm) Photons2:1.158e+000 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):51.369μmol/s PRF(400-700nm):11308mW

Eff(PPF) (400-700nm):2.03μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 36.09 V     I = 0.6999 A    P = 25.26 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-14 10:29:02

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52653 (80%)

T : 225 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 1.374e+002mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3446 y = 0.3525 / u' = 0.2108 v' = 0.4850 (duv=6.17e-04)

CCT=  5021K         Prcp WL:    Ld=571.8nm      Purity=9.2%

Peak WL:  Lp=447nm  FWHM:   =23.9nm  Ratio:R=14.1% G=83.0% B=2.9%

Render Index: Ra = 70.4

R1 =68 R2 =75 R3 =79 R4 =72 R5 =70 R6 =66 R7 =78

R8 =55 R9 =0 R10=40 R11=69 R12=44 R13=68 R14=88 R15=63

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 5320.5 lm   Eff. : 133.49 lm/W  Fe  = 16.009 W

Photons1:7.291e+001 μmol/s(400~780nm) Photons2:1.654e+000 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):71.258μmol/s PRF(400-700nm):15714mW

Eff(PPF) (400-700nm):1.79μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 37.97 V     I = 1.050 A    P = 39.86 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-14 10:31:56

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52476 (80%)

T : 1588 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 2.142e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3483 y = 0.3623 / u' = 0.2094 v' = 0.4903 (duv=4.05e-03)

CCT=  4920K         Prcp WL:    Ld=570.3nm      Purity=13.2%

Peak WL:  Lp=449nm  FWHM:   =17.6nm  Ratio:R=14.1% G=82.9% B=3.0%

Render Index: Ra = 71.1

R1 =68 R2 =76 R3 =82 R4 =71 R5 =68 R6 =67 R7 =82

R8 =55 R9 =0 R10=43 R11=66 R12=37 R13=69 R14=90 R15=62

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 755.64 lm   Eff. : 196.06 lm/W  Fe  = 2.2033 W

Photons1:1.010e+001 μmol/s(400~780nm) Photons2:2.200e-001 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):9.8803μmol/s PRF(400-700nm):2165.2mW

Eff(PPF) (400-700nm):2.56μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 32.14 V     I = 0.1199 A    P = 3.854 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-14 10:33:10

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52876 (81%)

T : 1023 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 3.339e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3479 y = 0.3611 / u' = 0.2096 v' = 0.4896 (duv=3.62e-03)

CCT=  4932K         Prcp WL:    Ld=570.5nm      Purity=12.7%

Peak WL:  Lp=449nm  FWHM:   =18.0nm  Ratio:R=14.1% G=83.0% B=2.9%

Render Index: Ra = 70.9

R1 =68 R2 =76 R3 =82 R4 =71 R5 =68 R6 =66 R7 =81

R8 =55 R9 =0 R10=43 R11=67 R12=37 R13=69 R14=90 R15=62

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 1180.6 lm   Eff. : 189.71 lm/W  Fe  = 3.4517 W

Photons1:1.581e+001 μmol/s(400~780nm) Photons2:3.436e-001 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):15.468μmol/s PRF(400-700nm):3392.2mW

Eff(PPF) (400-700nm):2.49μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 32.76 V     I = 0.1900 A    P = 6.223 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-14 10:34:55

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 54674 (83%)

T : 815 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 4.307e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3475 y = 0.3602 / u' = 0.2098 v' = 0.4891 (duv=3.28e-03)

CCT=  4940K         Prcp WL:    Ld=570.6nm      Purity=12.3%

Peak WL:  Lp=448nm  FWHM:   =18.3nm  Ratio:R=14.1% G=83.0% B=2.9%

Render Index: Ra = 70.8

R1 =68 R2 =76 R3 =81 R4 =71 R5 =68 R6 =66 R7 =81

R8 =55 R9 =0 R10=42 R11=67 R12=37 R13=69 R14=90 R15=62

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 1531.7 lm   Eff. : 184.37 lm/W  Fe  = 4.4900 W

Photons1:2.055e+001 μmol/s(400~780nm) Photons2:4.471e-001 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):20.107μmol/s PRF(400-700nm):4412.2mW

Eff(PPF) (400-700nm):2.42μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 33.22 V     I = 0.2501 A    P = 8.308 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-14 10:35:31

Specification : MK5050-5050-6H1 Sam. Status : Standard : 

Sample No. : AL20042 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52961 (81%)

T : 510 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 6.575e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3468 y = 0.3582 / u' = 0.2100 v' = 0.4881 (duv=2.59e-03)

CCT=  4959K         Prcp WL:    Ld=570.9nm      Purity=11.6%

Peak WL:  Lp=447nm  FWHM:   =19.3nm  Ratio:R=14.1% G=83.0% B=2.9%

Render Index: Ra = 70.6

R1 =68 R2 =75 R3 =81 R4 =71 R5 =68 R6 =66 R7 =81

R8 =55 R9 =0 R10=41 R11=67 R12=38 R13=69 R14=89 R15=62

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 2367.2 lm   Eff. : 172.74 lm/W  Fe  = 6.9759 W

Photons1:3.189e+001 μmol/s(400~780nm) Photons2:6.959e-001 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):31.199μmol/s PRF(400-700nm):6854.6mW

Eff(PPF) (400-700nm):2.28μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 34.26 V     I = 0.4000 A    P = 13.70 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION


