
Spectrum Test Report

Sample : Date : 2023-02-23 16:14:10

Specification : DK173-24H-5050 Sam. Status : Standard : 

Sample No. : AL19976 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 51358 (78%)

T : 389 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 1.032e+002mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3186 y = 0.3400 / u' = 0.1978 v' = 0.4750 (duv=5.88e-03)

CCT=  6139K         Prcp WL:    Ld=497.6nm      Purity=4.6%

Peak WL:  Lp=449nm  FWHM:   =16.9nm  Ratio:R=12.3% G=84.0% B=3.7%

Render Index: Ra = 72.4

R1 =70 R2 =76 R3 =80 R4 =74 R5 =72 R6 =68 R7 =81

R8 =60 R9 =0 R10=42 R11=72 R12=43 R13=70 R14=89 R15=64

LEVEL:OUT        WHITE:ANSI_6500K

 Photometric & Radiometric Parameters
Flux  = 2818.1 lm   Eff. : 186.93 lm/W  Fe  = 8.5890 W

Photons1:3.863e+001 μmol/s(400~780nm) Photons2:7.103e-001 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):37.919μmol/s PRF(400-700nm):8463.7mW

Eff(PPF) (400-700nm):2.52μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 43.07 V     I = 0.3500 A    P = 15.08 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-23 16:15:22

Specification : DK173-24H-5050 Sam. Status : Standard : 

Sample No. : AL19976 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52702 (80%)

T : 286 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 1.448e+002mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3181 y = 0.3385 / u' = 0.1980 v' = 0.4741 (duv=5.36e-03)

CCT=  6173K         Prcp WL:    Ld=496.0nm      Purity=4.9%

Peak WL:  Lp=448nm  FWHM:   =17.4nm  Ratio:R=12.3% G=83.9% B=3.7%

Render Index: Ra = 72.4

R1 =70 R2 =75 R3 =79 R4 =74 R5 =72 R6 =68 R7 =81

R8 =60 R9 =0 R10=42 R11=72 R12=43 R13=70 R14=88 R15=64

LEVEL:OUT        WHITE:ANSI_6500K

 Photometric & Radiometric Parameters
Flux  = 3972.6 lm   Eff. : 181.54 lm/W  Fe  = 12.161 W

Photons1:5.465e+001 μmol/s(400~780nm) Photons2:1.012e+000 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):53.642μmol/s PRF(400-700nm):11982mW

Eff(PPF) (400-700nm):2.45μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 43.76 V     I = 0.5001 A    P = 21.88 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-23 16:16:27

Specification : DK173-24H-5050 Sam. Status : Standard : 

Sample No. : AL19976 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 52493 (80%)

T : 210 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 1.974e+002mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3175 y = 0.3368 / u' = 0.1982 v' = 0.4731 (duv=4.80e-03)

CCT=  6209K         Prcp WL:    Ld=494.5nm      Purity=5.2%

Peak WL:  Lp=448nm  FWHM:   =18.0nm  Ratio:R=12.3% G=83.9% B=3.7%

Render Index: Ra = 72.4

R1 =70 R2 =75 R3 =79 R4 =74 R5 =72 R6 =68 R7 =81

R8 =60 R9 =0 R10=41 R11=73 R12=44 R13=70 R14=88 R15=65

LEVEL:OUT        WHITE:ANSI_6500K

 Photometric & Radiometric Parameters
Flux  = 5456.6 lm   Eff. : 174.82 lm/W  Fe  = 16.783 W

Photons1:7.536e+001 μmol/s(400~780nm) Photons2:1.402e+000 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):73.962μmol/s PRF(400-700nm):16535mW

Eff(PPF) (400-700nm):2.37μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 44.59 V     I = 0.7000 A    P = 31.21 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION



Spectrum Test Report

Sample : Date : 2023-02-23 16:17:14

Specification : DK173-24H-5050 Sam. Status : Standard : 

Sample No. : AL19976 Instrument : HaasSuite(EVERFINE)

Manufacturer : EVERFINE Test by : DAMIN

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 54352 (83%)

T : 147 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 2.931e+002mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3164 y = 0.3339 / u' = 0.1986 v' = 0.4715 (duv=3.87e-03)

CCT=  6277K         Prcp WL:    Ld=492.2nm      Purity=5.7%

Peak WL:  Lp=448nm  FWHM:   =19.2nm  Ratio:R=12.4% G=83.9% B=3.7%

Render Index: Ra = 72.5

R1 =71 R2 =75 R3 =78 R4 =74 R5 =73 R6 =68 R7 =81

R8 =61 R9 =0 R10=41 R11=73 R12=45 R13=71 R14=88 R15=65

LEVEL:OUT        WHITE:ANSI_6500K

 Photometric & Radiometric Parameters
Flux  = 8237.1 lm   Eff. : 162.50 lm/W  Fe  = 25.565 W

Photons1:1.146e+002 μmol/s(400~780nm) Photons2:2.168e+000 μmol/s(700~780nm)

Photosynthetic:PPF(400-700nm):112.46μmol/s PRF(400-700nm):25178mW

Eff(PPF) (400-700nm):2.22μmol/s/W

__________________________________________________________________________________

Electrical parameters
V = 46.09 V     I = 1.100 A    P = 50.69 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION


